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Technology
Main

Features
Connections
& Terminals

Special Features for 
COM200, COM 300 and COM350

2G Modem
GPRS

Fixed IP
RS485 Master SMA: Antenna

Mini SIM Holder
Terminals: RS485 

(Optional)

PULL Mode: 
3 TCP sockets configurable in EN62056-21 or 

DLMS/COSEM Protocols
1 TCP socket as RS485 Master

PUSH Mode:
6 Configurable targets TCP, UDP, FTP, e-mail, 

(SMS only for COM200)
5 Configurable lists
3 Time schedulers, on installation, 

connectivity, control inputs or monitoring. 

NTP Meter Synchronization
Watchdog and daily reset
Configuration local or remote and FW 

upgrade thru Blue2Link tool

4G modem
LTE

3G/2G Fall-back
Fixed IP

RS485 Master

TCP/IP, UDP
IPv4 (IPv6)

Fixed IP or DHCP
1 Mbit/s

RS485 Master

RJ45: Ethernet
Terminals: RS485

ModBus TCP 
protocol

Fixed IP or DHCP
1 Mbit/s

RS485 Master

RJ45: Ethernet
Terminals: RS485

ModBus RTU 
protocol

Independent 
RS485

Terminals: RS485

Transparent
CL0

Onboard RS485 
converter to CLO

Terminals: CL0

Additional RS485
Independent 

RS485
Terminals: RS485
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Dimensions

For more and detailed information please refer to the specific
COM Module product information
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W: 62 mm

D: 25 mm


