
MetCom Solutions GmbH, Germany

A1860+

MetCom Solutions GmbH, Germany

A1884+
Style

Number
Model : A1860+RALNC Model : A1884+RALNC

Style No. : ZE3KPECFELP Style No. : ZE3KPEC4ELP

Accuracy Class
& Service

Class 0.2S
60 Hz, 3-Phase, 4-Wire, Wye,
Nominal Voltage Range – 58 VAC to 400 VAC
Operating Voltage Range – 49 V to 528 VAC

ZE3 Class 0.2S
60 Hz, 3-Phase, 4-Wire, Wye,
Nominal Voltage Range – 58 V to 400 V
Operating Voltage Range – 49 V to 528 V

ZE3

Test Amps
& Wiring

0 to 10 A max, Transformer Rated
Sequential Wiring or Symmetrical Wiring K 0 to 10 A max, Transformer Rated

Sequential Wiring or Symmetrical Wiring K
Main Board

& Voltage Link
Options

Auxiliary Power Supply Range
AC/DC Power : 48 V to 230 V (Nominal) P Auxiliary Power Supply Range

AC/DC Power : 48 V to 230 V (Nominal) P

Relays
& Memory Size

Pulse output relays - 4 Relays
Memory Size – 8 MB (max 545 days for 
retained historical logs as per NG standard 
configuration)

E Pulse output relays - 4 Relays
Memory Size – 8 MB (max 545 days for 
retained historical logs as per NG 
standard configuration)

E

Communication
Mainboard

Optical Port 
IEC, DLMS CF Optical Port 

IEC, DLMS C4
RS485 DLMS RS485 DLMS

Communication
Modular Card

COM430 :
Additional RS485
DLMS/COSEM protocol and/or
EN62056-21 protocol
Independent RS485
Terminals: RS485

COM450 :
Modbus RTU Protocol
Independent RS485
Terminals: RS485

COM300 :
TCP/IP, UDP IPv4 (IPv6)
Fixed IP or DHCP 1 Mbit/s
RS485 Master
RJ45: Ethernet
Terminals: RS485

COM350 :
Modbus TCP
Fixed IP or DHCP
1 Mbit/s RS485 Master,
RJ45: Ethernet
Terminals: RS485

COM200-4G :
4G Cellular
4G modem LTE
3G/2G Fall-back Fixed IP
DLMS/COSEM protocol and/or
EN62056-21 protocol
RS485 Master
Terminals: RS485

Miscellaneous
Options

IEC Optical port
Internal and external battery + supercap
Read without power enabled
Backlight Screen

E IEC Optical port
Internal and external battery + supercap
Read without power enabled
Backlight Screen

E

Metering
Options

Watt, VAR, VA
4-Quadrant Metering
Loss Compensation
Load Profiling
Instrumentation Profiling
Power Quality Measuring
Totalizer (Up to 2 summation pulse inputs)*

LP Watt, VAR, VA
4-Quadrant Metering
Loss Compensation
Load Profiling
Instrumentation Profiling
Power Quality Measuring
Totalizer (Up to 2 summation pulse 
inputs)*

LP

Meter Model
Suffix

A1860+RALNC
R – Reactive Metering
A – Advanced Metering
L – Load Profiling
N – Instrumentation Profiling
C – Line Loss Compensation

A1884+RALNC
R – Reactive Metering
A – Advanced Metering
L – Load Profiling
N – Instrumentation Profiling
C – Line Loss Compensation

Power Quality 
Measuring

Average voltage measurement
Under-/ Overvoltage (sags and swells)
Voltage Cut (power outage)
Harmonics / THD measuring
Unbalanced load
Voltage unbalance
Power Quality indicators
PQ Control register

Average voltage measurement
Under-/ Overvoltage (sags and swells)
Voltage Cut (power outage)
Harmonics / THD measuring
Unbalanced load
Voltage unbalance
Power Quality indicators
PQ Control register
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